
Customer name
Date to: 11/07/2020 13:49:57
Type of measurement
Medium
Logfile names
Serialnumber compressor
Inlet pressure

Type measurement system B-DETECTION PLUS m
Serialnumber measurement system 19-178047

Date, signature

Measurement  complies with DIN EN 12021:2014

BOTELLA 15L 86948A159 - CENTRO SUB SPAIN
from: 14/08/2020 13:28:27 Compressor
Breathing air
BCont_20200814_0000.txt CENTRO DE BUCEO
>=200

Analysis is performed by:
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Yes No

Sensor Displayed limit
Oxygene 21%
Percentage variance O2 [%] 1%
Carbondioxide 500 [ppm]
Carbonmonoxide 5 [ppm]
VOC 0,5 [mg/m³]
Humidity 50,0 [mg/m³]

CO [ppm]
CO2 [ppm]
O2 [%]
VOC [mg/m³]
Humidity [mg/m³]
diff. press. [mbar]

Diagram scheme

Min 0,0 [mg/m³]
Max 0,0 [mg/m³]

Min 20,7%
Max 20,7%

Min 421 [ppm]
Max 427 [ppm]

Min 0 [ppm]
Max 0 [ppm]

Min 311,7 [mg/m³]
Max 311,7 [mg/m³]


